
“Stealth” Radiator Cover Install 
 

 
Install instructions for GR “Stealth” Radiator cover (not all of the steps are necessary on all 
V-Rods, the older models have less items to relocate): 
 
Remove your Side Covers by unscrewing the lower bolts on each side under the painted 
side cover. 
Lift at an angle and it will come loose at the top and come off. 
 
Now remove the bezels from the radiator cover by removing the three 10mm nuts. Then 
remove the two Phillips screws. Repeat this process for the other side. 
 
Next -Remove the stock Radiator Cover by removing two torque screws found underneath 
the radiator housing. Pull out the bottom and lift on top, then repeat for the other side of the 
radiator, removing that cover. Place screws in safe container. 

Next move the brake reservoir out of the way by removing the two Allen bolts on both sides 
of the radiator housing. Carefully slide down the metal clip and pop the brake reservoir wire 
from the cover and separate from the radiator.  

You will remove the brake hose and replace it with the one provided so it will extend into 
the GR Radiator cover and use the “snap lock” to mount the Brake Reservoir on the inside 
of the Radiator Cover out of the way. 

  

You do NOT have to touch the radiator or oil cooler, that all stays in place, BUT you 
take off the two 8mm nuts that bolt the stock cover to the frame (just underneath the 
regulator).  
-the fan wires can be run underneath the left side cover 
-the alternator wires are too thick to run underneath, so clip the zip ties and run the  
wires on the inside of the Cover in front of the radiator’s  frame. 
 
The new cover slides onto those two studs (with the 8mm nuts). 
The new cover is a nice fit, you push it onto the radiator until the 
the two 4mm threaded holes (each side) in the side of the radiator line up 
with the two holes in the cover.  
The bottom screw will go into the radiator until it bottoms out, leaving a approx. 3/4" gap 
between the radiator and the cover, so use some blue lock tite, you may not screw it all the 
way in and distort the cover. Once the cover is on, bolt on the side covers to the main 
cover. 
 



-you may have to elongate the two top holes (upward) to make the cover slide underneath 
the oil cooler more easily 
 
- use blue lock tite on the lower mounting screws (going into the radiator, from the side), as 
there will be a gap between the cover and the radiator itself 
 
-you will have to relocate the Voltage Regulator to the inside of the cover, it can lay flat and 
mount inside, there’s plenty of air that will keep it cool just drill the holes and mount screws 
(not provided) to bolt it in place 
 
-you will have to relocate the Overflow tube also, which can be moved pretty easily. 
 
-after the radiator cover is painted, use Silicone to fasten the Screens provided to the inside 
of the radiator cover. Give it time to dry before riding! 
Use the New Hose and Clips for the Brake Reservoir so you can relocate it inside the New 
Radiator Cover, attaching the Snap Lock to the side of the Reservoir (make sure you clean 
it well or the snap lock will not hold!) 
 

    Glue in Screens After Paint!   Caps on bolts 
 
Use the Two Caps provided to cover your bolts that are showing in the Center of the top 
part of your Radiator, using a dab of Silicon to hold them in place, I used Flat Black Spray 
paint to paint the washer so it doesn’t show! 
 
If you ordered the Stealth Radiator Cover without painting, then you will need to glue the 
screens in! 
 
They are pretty simple to do, as they are pre-cut. 
 
Just locate on the backside where the correct ones go, and you will need some weights, 
“Goop” glue, we use is the best, it’s a little messy so have a rag or paper towels handy. 
You won’t want to put the grills on until you’ve painted your Cover, so do the center grill first 
at the very bottom the round part needs to be “tacked” down with glue first to let dry before 
you do the rest of it, same on the other grills do the bottoms first let them dry over nite then 
come back and do the sides and top for a better result. 
 
You can tape them into place with painters tape tacking them down in place but since they 
are rolled into shape they may not be perfect that’s where the small weights come in to hold 
them down in place while you glue! 
 
I’d tack them down all around then run streams of the Goop glue along the final edges that 
aren’t glued down. The reason for this is that you don’t want leaves or small items going 
into the cover while riding.  
Let harden then install! 


